






Servicing The Controller
The controller should always be serviced by an authorized agent. The
controller is designed to be easily dismantled for service.
Follow these steps:
1 Turn Mains power off to the Controller.
2 Disconnect 24 Volt power leads to the “24 VAC” terminals.
3 Clearly mark or identify all valve wires according to the terminals,

they are connected to (1 to 16). This allows you to easily wire them
back to the controller, maintaining your valve watering sequence.

4 Disconnect all the valve & sensor wires from the terminal block.
5 Remove the 2 screws underneath the teminal cover.
6 Slide the panel out of the box. Leave the fascia connected to the

circuit board.
7 Carefully wrap the panel in protective wrapping and pack in a suitable

box. Return to your service agent or the manufacturer.
8 Replace your panel by reversing this procedure.
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Electrical Characteristics
Power Supply
MAINS SUPPLY
The unit is factory wired with a 30 VA rated Transformer 220-240 VAC (50Hz)
delivering 24 VAC.

InBuilt Transformer
The Inbuilt transformer is already wired up and comes complete with 1 metre
of lead and a 3 Pin Plug which is suitable for a normal power board. Simply
insert the plug and turn on the power.
With Inbuilt transformer the unit is suitable for outdoor installation as the
housing is fully waterproof, however, it is recommended that the unit be
installed in an area which is not exposed directly to the weather such as under
the eaves or a verandah.

Electrical Outputs
ELECTRICAL POWER SUPPLY
� Input: 24Volts AC 50Hz.
� Electrical Outputs:

Maximum of 1.0 AMP
To Solenoid Valves - 24 VAC 50/60 Hz 0.5 AMPs max.
To the Master Valve/Pump Start - 24 VAC 0.25 AMPs max.

Note
Transformer and fuse capacity must be compatible with output requirements.
� Overload protection:- Standard 20mm 1 Amp fuse.
� Power failure: 9 Volt block type battery maintains clock and

permanant memory chip retains programs.
� The output circuits should be installed and protected in accordance

with wiring rules.
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Spare Watering PlannerFault Finding Guide
Symptom
No display.

Single Station not
working.

Fuse blows.

No automatic start.

Buttons on keypad
not responding.

System coming on at
random.

More than 1 station
coming on at once.

Pump start chattering.

Display cracked or
missing segments.

Possible Cause
Faulty transformer.
Fuse blown.

Faulty solenoid coil.
Sensor in moist state

Incorrect wiring or bad
wiring joint.
Incorrect programming
or blown fuse.
No water supply

Short on keypad or
Programming not correct.

Short on keypad or too
many start times entered
on automatic
programs.

Damaged main output
driver chip.

Valve stuck on.

Faulty relay or pump
contactor.
Display damaged during
transportation.

Suggestion
Check fuse, Check field
wiring, Check transformer.
Swap faulty station wire on
controller terminal block
with known working station
wire.  If the faulty valve still
does not work on the known
working connection then the
solenoid coil is faulty. If not
then panel may need to be
repaired.
Turn soil sensor switch OFF
Check wiring and joints.

If unit works manually check
programming, check water
supply
Check fuse and field wiring.
Check instruction book to
ensure programming
correct. If keypad still not
responding return panel to
supplier or manufacturer.
Check number of start times
entered on each program. If
programming is correct
return panel to supplier or
manufacturer.
Check wiring and swap
faulty station wire(s) on
controller terminal block
with known working station
wire. If the same outputs are
still locked on, return panel
to supplier or manufacturer.
Electrician to check voltage
on pump relay or contactor.
Return panel to supplier or
manufacturer.
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Your Guarantee
The manufacturer Guarantee to the original purchaser that any product
supplied by the manufacturer will be free from defects in materials and
workmanship for a period of five years from the date of purchase.  Any
product found to have defects in material or workmanship within the period
of this Guarantee shall be repaired or replaced by the manufacturer FREE
OF CHARGE.

The guarantor does not guarantee the fitness for a particular purpose of its
products and does not make any guarantee, expressed or implied, other than
the guarantee contained herein. The guarantor shall not be liable for any loss
from use of the product or incidental or consequential damages including
damages to other parts of any installation of which this product is part.

The guarantee shall not apply to any equipment which is found to have been
improperly installed, set up or used in any way not in accordance with the
instructions supplied with this equipment, or to have been modified, repaired
or altered in any way without the express written consent of the company.  This
guarantee shall not apply to any batteries or accessories used in the
equipment covered under this guarantee or to any damage which may be
caused by such batteries.

If the Controller develops a fault, the product or panel must be returned in
adequate packing with:
1 A copy of your original invoice.
2 A description of any fault.
It is the purchasers responsibility to return the Controller to the manufacturer
or their agent by pre-paid freight.

HOLMAN INDUSTRIES
463 Scarborough Beach Road, Osborne Park, WA

Tel: +61 8 9204 1011  Fax: +61 8 9204 1013
Email: sales@holmanindustries.com.au

Web: www.holmanindustries.com.au


