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Best Environmental Practice - PVC
Evaluated to:
AS/NZS 1260:2017 - PVC-U Pipes and fittings for drain, waste and vent applications

AS/NZS 1254:2010 - PVC-U Pipes and fittings for stormwater and surface water
applications

The licensee complies with the requirements of Best Environmental Practice — PVC
as per the relevant Australian or International Standard and Section 7 as specified in
the Green Building Council of Australia ("the Requirements”) Literature Review and
Best Practice Guidelines for the Life Cycle of PVC Building Product’s using the
compliance pathway Number 2 - Manufacturer’s Declaration as measured by the
Green Star PVC Credit Auditor Verification Guidance - November 2013 ("the Criteria”).

The documentation was reviewed during a product certification audit conducted by
ApprovalMark International and found to comply with the following requirements:

* Manufacture of PVC Resin
* Manufacture and end of life management of PVC products
* Use of PVC Recyclate in PVC products

Note - Any changes introduced to the above requirements shall be immediately reported to
ApprovalMark International in order to confirm the validity of the certificate.

Certificate No. BEP-PVC 78006

Issued: 18" April 2023 Originally Certified: 10" March 2017
Expires: 10" March 2025 Current Certification: 18t April 2023
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John PRASAD
Director

Registered by: ApprovalMark International Pty Ltd (ABN 69 143 259 974) Unit 20, 33 Holbeche Road, Arndell Park, NSW 2148, Australia. The
assessment was carried with appropriate skill and assessment by ApprovalMark International Pty Ltd; however it will only accept its responsibility
for proven negligence. The certificate remais the property of ApprovalMark International Pty Itd.





